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ADDENDUM NO. 1 
 

TO THE 
 

DRAWINGS AND SPECIFICATIONS 
 

FOR THE 
 
 

VERNAL PIKE AND CRESCENT ROAD INTERSECTION IMPROVEMENTS 
PROJECT 

PW2011‐30 
 

ISSUED FROM:      CITY HALL AT THE SHOWERS BUILDING 

Post Office Box 100 

401 North Morton Street 

Bloomington, Indiana 47404 

 

ISSUE DATE:    October 4, 2011 

Bid DATE:    October 6, 2011 REVISED TO October 10, 2011 

This Addendum No.1, to the drawings and specifications shall supplement, amend and 
become  a  part  of  the  bidding  documents,  plans,  and  specifications.    All  bids  and 
construction  contracts  shall  be  based  on  these modifications  to  the  original  contract 
documents. 

 

ITEM NO. 1:  Bid opening date revised 
  

  The opening of bids shall be October 10, 2011 at 11:00 am in McCloskey 
Conference Room  at  City Hall  at  the  Showers  Building,  401 N. Morton 
Street, Bloomington, IN 47404. 

 
ITEM NO. 2:  Curbs 
 

  Curb  is  called  for  on  both  sides  of  Vernal  Pike,  on  the  east  side  of 
Crescent from 2+25 to the intersection and on the west side of Crescent 
from the end of  intersection radius to the  intersection.   All curb shall be 
battered using a 9” wide section at the bottom and a 6” wide section at 
the top.  Total curb height shall be 20”, with an exposed 8”. 
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ITEM NO. 3:  Drawing Revisions  
       

  Four (4) pages were added to the plan set: 
1. Detour Route 
2. Vernal Pike Cross‐sections sheet 1 
3. Vernal Pike Cross‐sections sheet 2 
4. Crescent Road Cross‐sections 

o Each existing sheet had the sheet number revised.     
o The pavement depth was  revised  throughout  the plans  to  reflect using 

subgrade treatment IV: 9 inches of pavement over geogrid. 
o The vertical scale was revised on the profile sheets. 
o Project number, project  location map,  label  locations,  sheet  index, and 

INDOT specifications were revised on the title sheet. 
o The miscellaneous detail sheet was shifted  to get all elements on page, 

city address was added. 
o The Crescent profile had excess lines removed. 
o The pavement markings sheet had sidewalk layer turned on 
o The drive detail sheet was missing part of a detail.  That was fixed. 
o The sidewalk detail sheet had a detail added for sidewalk with utility plot. 

 
Item No. 4:  Pre‐bid questions 
 

• The Detour route page address questions regarding the closure and phasing. 
o Vernal  Pike  shall  be  closed  to  through  traffic  throughout  the  45  day 

length. 
o Crescent Road shall be open for phase I and closed for phase II 
o Access  to all properties  shall be maintained  throughout  the duration of 

the project. 
• INDOT  Standard  specifications  2012  will  be  followed  except  as  noted  in  the 

contract manual. 
• Certified Payroll is required. 
• Surface restoration shall be sod. 
• No relocation of utilities is anticipated. 
• If water main relocation is required, CBU will complete the work.  Depth to valve 

at approx station 11+00 is at least 33”.  Depth to valve at approx station 15+10 is 
at least 34”. 

• Any necessary testing will be provided by City of Bloomington. 
• City of Bloomington will not pay separately for de‐watering of sub‐base.  
• The number of days allowed for the project  is 45 calendar days.   This has been 

clarified in the contract manual. 
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• The  revised  profile  sheets  and  the  added  cross‐section  sheets  address  the 
question of cut on Vernal Pike. 

 
 
Item No. 5:  Concrete option 
 
This is for a concrete option to the plans: 
Replace the items listed as shown below: 

P1:  Portland Cement Concrete Pavement, high early strength, 10 inches, over 6 
inches compacted aggregate base No. 53s 

P2: Portland Cement Concrete Pavement, high early strength, 5.5 inches, over 6 
inches compacted aggregate base No. 53s 

P3: Portland Cement Concrete Pavement, high early strength, 5.5 inches, over 6 
inches compacted aggregate base No. 53s 

50: Line, epoxy paint, Solid, White, 4” 
51: Line, epoxy paint, Solid, Yellow, 4” 
52: Line, epoxy paint, Broken, White, 4” 
53: Transverse Markings, epoxy paint, Stop line, 24” 
54: Transverse Markings, epoxy paint, Crosswalk Line, 6” 
55:  Transverse Markings, epoxy paint, Solid, Lane indicator arrow 
56:  Transverse Markings, epoxy paint, Solid, Word (ONLY) 

INDOT Standard Details for construction will be attached. 
Enter alternate lump sum bid price on revised bid form. 
     
 
 
 
 
 

   

 

CERTIFIED BY:  

JOYCE A. WILLIAMS, P.E. 

CITY OF BLOOMINGTON 

STATE OF INDIANA 

 

 

williajo
Stamp

williajo
Signature

williajo
date
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Acknowledge receipt of the addendum by submitting a signed copy with your bid 
proposal. 

 

RECEIVED BY:  CONTRACTOR (FIRM AND ADDRESS) 

 

      ______________________________ 

       

      ______________________________ 

       

      ______________________________ 

 

 

SIGNATURE:    ______________________________ DATE:  ___________ 

     

PRINTED NAME:    ______________________________ 

 

TITLE:      ______________________________  
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SURVEY
BOUNDARY

CHECKED BY :  B.E.B.

SURVEYED BY :  E.D.

SHEET

DRAWN BY :  G.S.K.
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Legal Description Overall
Job #6249

A part of the Northeast quarter of Section 31, Township 9 North, Range 1 West, Monroe County, Indiana, described as follows:

Commencing at a brass disk at the Northeast corner of said Northeast quarter; thence South 00 degrees 04 minutes 30 seconds West, along the centerline of Crescent Road,
1190.71 feet to the Point of Beginning; thence continuing South 00 degrees 04 minutes 30 seconds West along said centerline of Crescent Road, 347.53 feet to the centerline of
Vernal Pike; thence along said centerline of Vernal Pike the following 3 courses:
1. North 31 degrees 23 minutes 35 seconds West, 217.88 feet; thence
2. North 33 degrees 22 minutes 51 seconds West, 151.52 feet; and
3. North 40 degrees 02 minutes 14 seconds West, 45.25 feet; thence North 89 degrees 54 minutes 18 seconds East, leaving Vernal Pike, 226.43 feet to the Point of Beginning,
containing 0.86 acres, more or less.

LEGEND:

BOUNDARY SURVEY
A PART OF SECTION 31 T9N, R1W

MONROE COUNTY, INDIANA.

Legal Description Remainder
Job #6249

A part of the Northeast quarter of Section 31, Township 9 North, Range 1 West, Monroe County, Indiana, described as follows:

Commencing at a brass disk at the Northeast corner of said Northeast quarter; thence South 00 degrees 04 minutes 30 seconds West, along the centerline of Crescent Road,
1190.71 feet; thence South 89 degrees 54 minutes 18 seconds West, 15.50 feet to the West right-of-way line of said Crescent Road and the Point of Beginning; thence South 00
degrees 04 minutes 30 seconds West, along said West right-of-way line, 285.76 feet to the Northeast right-of-way line of Vernal Pike; thence along said Northeast right-of-way line
the following 3 courses:
1. North 31 degrees 23 minutes 35 seconds West, 157.47 feet; thence
2. North 33 degrees 22 minutes 51 seconds West, 152.95 feet; and
3. North 40 degrees 02 minutes 14 seconds West, 30.44 feet; thence North 89 degrees 54 minutes 18 seconds East, leaving Vernal Pike, 186.14 feet to the Point of Beginning,
containing 0.59 acres, more or less.

"I AFFIRM, UNDER THE PENALTIES FOR PERJURY, THAT I HAVE TAKEN REASONABLE CARE TO REDACT EACH SOCIAL SECURITY NUMBER IN THIS DOCUMENT,
UNLESS REQUIRED BY LAW."

This survey was executed according to survey requirements contained in Sections 1 through 19 of 865 IAC 1-12.

This certification does not take into consideration additional facts that an accurate and correct title search and/or examination might disclose.

Evidence of easements have not been located in the field and are not shown on this survey drawing.

Subject to the above reservation, I hereby certify that the survey work performed on the project shown hereon was performed either by me or under my direct supervision and
control and that all information shown is true and correct to the best of my knowledge and belief.

Certified this  28th day of  January, 2008

Ben E. Bledsoe
Registered Land Surveyor No. S0559
State of Indiana
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