












DETOUR ROUTE MARKER ASSEMBLY KEY 
---------------------------------------------------------------------------------------------------- 
A - Advance Turn (DETOUR, ROGERS STREET, TURN AHEAD ARROW 
B - Directional (DETOUR, ROGERS STREET, TURN ARROW) 
C - Confirmation (DETOUR, NORTH/SOUTH, ROGERS STREET, ARROW) 
D - End (END, DETOUR, ROGERS STREET, TURN AHEAD ARROW)

CONSTRUCTION SIGN, C
Construction Signs, C shall be per
Special Provisions, and are to be
located by the Construction
Engineer based on site
conditions. Placement shall
emphasize protection of the
workers and areas where speeds
are a concern, but may also be
used on a side road or detour if
needed. Relocate as needed as
work progresses and at direction
of the City Engineer.
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INDIANA
DEPARTMENT OF TRANSPORTATIONRECOMMENDED

FOR APPROVAL

SIGNAL DETAIL

1. ALL WORK TO CONFORM TO INDOT STANDARDS AND
SPECIFICATIONS, STANDARD DRAWINGS, AND THE INDIANA
MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES.

2. CONTRACTOR SHALL VERIFY ALL UTILITIES BEFORE STARTING
CONSTRUCTION.

3. CONTRACTOR SHALL CONTACT BLOOMINGTON CITY ENGINEER
ONE WEEK BEFORE STARTING SIGNAL CONSTRUCTION.

4. ALL EXISTING PEDESTRIAN INDICATIONS TO BE REPLACED
WITH COUNT DOWN PEDESTRIAN INDICATIONS.

5. ALL MISSING HAND HOLE COVERS AND SKIRTS TO BE
REPLACED  ON EXISTING STEEL STRAIN POLES.

6. NEW CONDUIT REQUIRED FROM  EXISTING STUB IN
NORTHWEST POLE TO HANDHOLE.
















