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GENERAL NOTES

INCIDENTAL WORK: ALL WORK SHOWN OR SPECIFIED IN THE CONTRACT DOCUMENTS AND OTHER WORK WHICH MAY BE INCIDENTAL TO

THE DENOTED WORK SHALL BE CONSIDERED TO BE INCLUDED IN THE CONTRACT UNIT PRICE PAY ITEMS.

STAKING: CONTRACTOR SHALL BE RESPONSIBLE FOR ALL STAKING.

SIGNS AND PAVEMENT MARKINGS: ALL SIGNS AND MARKINGS SHALL BE AS REQUIRED IN THE INDIANA MANUAL ON UNIFORM TRAFFIC

CONTROL DEVICES, CURRENT EDITION.

UTILITY CONTACTS

GRADES: ALL SPOT GRADES AND CONTOURS PROVIDED ARE TO SURFACE OF GROUND (PAVEMENT SURFACE, TOP OF CASTING, FINISHED

GRADE, ETC.)  UNLESS OTHERWISE NOTED.

PRESENCE OF UTILITIES: EXISTING UTILITIES SHOWN ON PLANS ARE APPROXIMATED IN ACCORDANCE WITH AVAILABLE RECORDS AND

PHYSICAL EVIDENCE.  OTHER UTILITIES MAY ALSO BE PRESENT.  EXACT LOCATIONS AND ELEVATIONS ARE TO BE DETERMINED BY

CONTRACTOR.

2

COORDINATION OF DRAWINGS, TECHNICAL SPECIFICATIONS, CONSTRUCTION SPECIFICATIONS AND STANDARD SPECIFICATIONS:

THE CONTRACT DOCUMENTS ARE INTENDED TO BE COMPLEMENTARY AND TO DESCRIBE AND PROVIDE FOR COMPLETE WORK.  A REQUIREMENT

APPEARING IN ONE IS BINDING AS THOUGH OCCURRING IN ALL.  IN CASE OF DISCREPANCY, THE FOLLOWING ORDER OF PRECEDENCE

WILL APPLY:

1. PERMITS ISSUED BY LOCAL, STATE AND FEDERAL REGULATORY AGENCIES,

2. TECHNICAL SPECIFICATIONS,

3. PROJECT DRAWINGS,

4. STANDARD SPECIFICATIONS AS PUBLISHED BY THE INDIANA DEPARTMENT OF TRANSPORTATION, 2010,

   INCLUDING CURRENT SUPPLEMENTS.

TREE TRIMMING: UNLESS OTHERWISE NOTED, CONTRACTOR IS TO TRIM TREES TO A HEIGHT OF 8’ ABOVE FINISHED PATH GRADE.

CONTRACTOR TO COORDINATE WITH URBAN FORESTER AND USE AN APPROVED TREE SEALANT.

MAINTENANCE OF TRAFFIC AND ACCESS: THE MAINTENANCE OF TRAFFIC (VEHICULAR AND PEDESTRIAN) IS TO BE PROVIDED AT ALL TIMES.

THE MAINTENANCE OF ACCESS (TO BUSINESSES AND TO RESIDENCES) IS TO BE PROVIDED TO THE MAXIMUM EXTENT POSSIBLE AND BE

CLEARLY MARKED.  ANY INTERRUPTION MUST BE OF VERY SHORT DURATION AND BE COORDINATED WITH THE PROPERTY OWNER AT

LEAST 48 HOURS IN ADVANCE.

USE OF INDOT STANDARD SPECIFICATIONS: MATERIALS AND WORKMANSHIP OF THE FOLLOWING WORK SHALL BE AS REQUIRED BY THE

INDOT 2012 STANDARD SPECIFICATIONS.  THE STANDARD SPECIFICATIONS WILL ALSO APPLY WHERE OTHER STANDARDS ARE NOT

SPECIFIED.

BITUMINOUS PAVING - SEC. #402

SIDEWALKS - SEC. #604

SEEDING AND SODDING - SEC. #621

EROSION CONTROL - SEC. #205

CONCRETE PAVEMENTS - SEC. #501

CURBS - SEC. #605

USE OF RIGHT OF WAY: CONTRACTOR IS ONLY ALLOWED TO USE THE AREAS SHOWN ON THE PLANS AS "RIGHT OF WAY" DURING

CONSTRUCTION.  NO MATERIALS OR EQUIPMENT SHALL BE STORED IN A LOCATION OR MANNER WHICH PRESENTS A HAZARD

TO THE PUBLIC OR THE ENVIRONMENT.  THE SAFEGUARD OF MATERIALS REMAINING IN THESE AREAS IS THE RESPONSIBILITY OF

THE CONTRACTOR.  CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING RIGHTS FOR ANY ADDITIONAL AREAS NEEDED.  CONTRACTOR

SHALL STAKE RIGHT OF WAY PRIOR TO COMMENCING WORK IN PROJECT AREA.

PERMITS: CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ANY LOCAL PERMITS TO COMPLETE THE WORK AS SHOWN, INCLUDING,

BUT NOT LIMITED TO, THE RESTRICTION OR CLOSURE OF STREETS WHERE NEEDED.  CONTRACTOR WILL BE REQUIRED TO OBTAIN ANY

STATE OR FEDERAL PERMITS NOT PREVIOUSLY OBTAINED BY THE CITY OR THE ENGINEER.

CURB RAMPS: ALL CURB RAMPS WILL BE PER INDOT STANDARDS FOR THE DESIGNATED TYPES, AND SHALL INCLUDE A DETECTABLE

WARNING SURFACE OF TRUNCATED DOMES, EXCEPT THAT TRUNCATED DOMES SHALL BE IRON PLATES, NOT BRICKS.

GAS

VECTREN ENERGY

ATTN: DOUG ANDERSON

205 SOUTH MADISON

BLOOMINGTON, IN  47404

(812) 330-4009

danderson@vectren.com

 

FOR SERVICE RELOCATIONS

(48 HOUR NOTICE NEEDED)

ATTN: GREG THACKER

(812) 330-4001

TELEPHONE

AT & T

ATTN: BRENT McCABE

4517 INDIANA BELL COURT

BLOOMINGTON, IN  47408

(812) 334-4521

bm1792@att.com

ELECTRIC - DISTRIBUTION

DUKE ENERGY

ATTN: KERRY DUCKER

1100 WEST SECOND ST.

P.O. BOX 2448

BLOOMINGTON, IN  47403

(812) 337-3035

kerry.ducker@duke-energy.com

ELECTRIC - TRANSMISSION

DUKE ENERGY

ATTN: TROY BURTON

2727 CENTRAL AVENUE

COLUMBUS, IN  47201

(812) 375-2114

troy.burton@duke-energy.com

TELEPHONE

SMITHVILLE TELEPHONE COMPANY

ATTN: JACK HILLENBERG

1600 W. TEMPERANCE STREET

ELLETTSVILLE, IN  47429-0729

(812) 876-9103

jackh@smithville.net

FIBER-OPTIC TELECOM

KDL/WINDSTREAM COMMUNICATIONS

ATTN: RICK CUNICO

RR2, BOX 93A

DAHLGREN, IL  62828

(618) 648-2420

(618) 760-6602 CELL

richard.cunico@windstream.com

 

LOCAL: TOM HATHAWAY

(812) 605-0977

rodney.hathaway@windstream.com

ZAYO (FIBER OPTICS)

ATTN: JIM KELLAM

701 W. HENRY STREET, SUITE 201

INDIANAPOLIS, IN  46225

(317) 758-5625

jkellam@zayo.com

CABLE TELEVISION

COMCAST CABLE COMMUNICATIONS

ATTN: STEVE McARTOR

1600 W. VERNAL PIKE

BLOOMINGTON, IN  47404

(812) 360-3090

steve_mcartor@cable.comcast.com
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PBR/W
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PARKING BLOCK

SPRINKLER

CHILLED WATER LINE

EXISTING WATER LINE

SAN SEWER LINE

UNDER TELEPHONE

OVERHEAD WIRES

UNDER ELEC.

GAS LINE

MAILBOX

GAS METER

ELEC. METER

SIGN

MONITORING WELL

BOLLARD

DOWNSPOUT

POLE

CLEANOUT

GAS VALVE

WATER VALVE

FIRE HYDRANT

ELECTRIC MH

PHONE MH

WATER MH

SIGNAL MH

STORM MH

SANITARY MH

MANHOLE

CURB INLET

CATCH BASIN

GUY WIRE

UTILITY POLE

LIGHT POLE

SIGNAL POLE

YARD LIGHT

E

G

S

T

W

OHU

CH. WAT.

CONTROL POINTS

ELEV.EASTING

3112776.12 806.58

3110071.44 807.96

3107906.06 780.24

3107602.89 795.99

3107444.21 796.59

3116469.15

3107875.61

891.06

779.54

NORTHINGIDENTIFICATIONPOINT #

60 BRASS CAP/CONC. 1429518.46

3 MAG NAIL 1432117.98

474 NAIL 1432141.00

874 NAIL 1432150.14

1077 NAIL 1432150.51

1507

1510

CITY CONTROL

CITY CONTROL

1431932.39

1429186.11

DESCRIPTION

HORIZONTAL DATUM- NAD 83 STATE PLANE COORDINATES,  INDIANA WEST ZONE 

VERTICAL DATUM- 1929

WM

WM WATER METER

R.O.W.  MON.

CONIF.  TREE

DECID.  TREE

SEWER AND WATER

CITY OF BLOOMINGTON UTILITIES

ATTN: JANE FLEIG

600 EAST MILLER DRIVE

BLOOMINGTON, IN  47401

(812) 349-3631

fleigj@bloomington.in.gov

EXIST.  STORM SEWER LINE

SIDEWALK RAMP,  TYPEA

CL

F

P

F

CONSTRUCTION LIMITS

SIDEWALK,  CONCRETE

PATCHING

C3 CLASS ¸ DRIVE (SEE DETAIL)

26

36

37

38

13 CONCRETE CURB (SEE DETAIL)

41

44

SODDING ON TOPSOIL

ARROW,  THERMOPLASTIC

WORD "ONLY",  THERMOPLASTIC

DOUBLE YELLOW LINE,  SOLID,  THERMOPLASTIC

4" SOLID WHITE LINE,  THERMOPLASTIC

24" SOLID WHITE LINE,  THERMOPLASTIC

UTILITY SERVICE RELOCATIONS: RESETTING OR RELOCATION OF WATER METERS AND SERVICES SHALL BE BY CONTRACTOR IF SHOWN

ON PLANS. RELOCATION OF OTHER UTILITIES SHALL BE BY THE RESPECTIVE UTILITY UNLESS OTHERWISE NOTED. CONTRACTOR SHALL

COORDINATE THEIR WORK WITH WORK BY UTILITIES AS NEEDED.

WORK BY CITY FORCES:  OWNER INTENDS TO INSTALL ALL STORM SEWERS AND STRUCTURES WITH THEIR OWN FORCES.  CONTRACTOR

WILL BE RESPONSIBLE FOR ADJUSTING ALL CASTINGS TO GRADE AND FOR SETTING CURB BOXES/CASTINGS TO GRADE IN CONJUNCTION

WITH SIDEWALK AND CURB WORK.  DPW WILL BE RESPONSIBLE FOR FINAL RESURFACING AND FOR PAVEMENT MARKINGS WHICH ARE

SHOWN ON THIS PLAN SET FOR INFORMATION ONLY.

CONCRETE SIDEWALK
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1
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6
"

6"

4
"

4
"

V
A

R
IE

S

2" R

8"

TOOLED SCORE

4,000 PSI C.I.P. CONCRETE

(WITH REINFORCING)

MEDIUM BROOM FINISH

#53 COMPACTED

AGGREGATE

COMPACTED SUBGRADE

VARIES (SEE PLAN)

LIGHT BROOM

FINISH

NTS

INTEGRAL CURB AND WALK
IC

FINISH

PAVEMENT

GRADE

(SEE NOTES)

2% MAX. SLOPE
3:1 M

AX.

(U
P O

R D
OW

N)

12
"

APPLY BOND

BREAKER TO

FACE OF CURB

CONCRETE RAKED

AT INTERFACE

IN-SITU SOIL OR #53

COMPACTED BACKFILL

(TO REPLACE ANY UNSUITABLE

MATERIALS, IF FOUND)

EXISTING ASPHALT

PAVEMENT OR NEW

PAVEMENT AS

APPLICABLE

PAVEMENT

PATCH

TYPICAL WHEN

NEXT TO ROAD

PAVEMENT

NOTES:

13

P

6"

8
"

TACK COAT SAW CUT

NTS

2
’-

0
"

1"
R 1/2 "R

STANDING CURB, INTEGRAL CURB AND

WALK, OR CURB AND GUTTER, DEPENDING

ON LOCATION (SEE PLANS)

(STANDING CURB SHOWN)

1.   AREA BEHIND CURBS TO RECEIVE TREATMENT AS SHOWN ON PLANS.

2.   REFER TO CURB JOINTS NOTES FOR CURB JOINTING.

3.   PAVEMENT PATCHING MAY NOT BE REQUIRED IF EXISTING

  PAVEMENT CAN BE REMOVED TO A CLEAN AND STRAIGHT EDGE AT

  FRONT OF PROPOSED CURB OR GUTTER.  CITY APPROVAL IS REQUIRED.

4.    PAVEMENT PATCHING REQUIRED WHEREVER EXISTING PAVEMENT MUST BE

  REPAIRED OR REPLACED NEXT TO REQUIRED CURB, DRIVE OR SIDEWALK WORK.

4" TOPSOIL OR

SIDEWALK PER

PLANS 2.0% MAX,

0.5% MIN.

EXPANSION JOINT CONTRACTION JOINT

 1/4 " 1/2 "
 1/8 " R.

 1/8 " R. 1
"

HEEL-GRADE

SEALANT

 1/2 " DEEP WITH

HEEL-GRADE

SEALANT

PREFORMED

JOINT FILLER

JOINT IN
CONCRETE SIDEWALKS

EXPANSION JOINT MATERIAL SHALL

BE "ZIP-STRIP" EXPANSION MATERIAL

WITH REMOVABLE CAP BY GREENSTREAK

OR APPROVED EQUAL.

WIDTH VARIES, SEE PLANS

(5’ IS TYPICAL)

CONCRETE SIDEWALK

F
NTS

TYPICAL SIDEWALK DETAIL

NTS

9

4" CONCRETE, CLASS A

4" COMPACTED AGGREGATE

BASE, #53

6" COMPACTED

AGGREGATE BASE #53S

C3
TYPICAL CLASS III DRIVE PAVEMENT

9
"

NTS

6
"

CURB JOINTS NOTE:

SIDEWALK JOINT NOTES:

1. ALL CURBS SHALL RECEIVE A FULL DEPTH EXPANSION JOINT FORMED

 WITH  1/2 " PREFORMED JOINT FILLER AT THE FOLLOWING LOCATIONS:

 

  - EVERY EXPANSION JOINT IN ADJACENT SIDEWALKS OR MEDIAN BUFFER STRIP

  - AT EACH RADIUS POINT AND AT START/END OF DRIVES

  - ON EITHER SIDE OF CURB INLETS OR OTHER CASTINGS

  - AT SAWCUT, LIMITS OF REMOVAL TO ANY EXISTING CURB

  - AT 100’ MAXIMUM INTERVALS, IF NO OTHER JOINTS NEEDED

 

2. CURBS & COMBINED CURB AND GUTTER SHALL RECEIVE A TOOLED

 CONTRACTION JOINT AT 20’ MAXIMUM SPACING.

 

CURB RAMPS AND TRUNCATED DOMES:

 

1. RAMPS TO BE CONSTRUCTED AT A MAXIMUM 12:1 SLOPE TO A

 LANDING AREA FOR ENTRY ONTO ROADWAY PER PLANS.

 

2. RAMPS ARE TO RECEIVE DETECTABLE WARNING PLATES.  PER CITY

 STANDARDS, PLATES SHALL BE EAST JORDAN IRON WORKS, MODEL #7005.

 INSTALL PER MANUFACTURER’S SPECIFICATIONS.

1. INSTALL  1/2 " PREFORMED JOINT FILLER BETWEEN SIDEWALKS AND ANY OTHER

 FIXED FEATURES (CURBS, STEPS, RAMPS, BUILDINGS, ETC.)

2. IN EACH SIDEWALK SEGMENT, TOOL CONSTRUCTION JOINTS AT EVEN SPACING

 BUT NO MORE THAN 6’ MAXIMUM APART.  INSTALL AN EXPANSION JOINT WITH

  1/2 " PREFORMED JOINT FILLER AT A MAXIMUM SPACING EVERY 30’ IN

 SIDEWALKS, AND AT EACH SIDEWALK CONNECTION TO OTHER SIDEWALKS, AT

 CURBS, AND AT RAMPS.

WIDTH VARIES

(SEE PLANS)

T
Y

P
IC
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O

R
M

 S
E

W
E

R
 D

E
T

A
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S

3

13

STANDING CURB WITH OPTIONAL

PAVEMENT PATCH DETAIL

HMA FOR PATCHING

(1.5" OF SURFACE,  A)

NOTES:

1.  HAND FINISH CURB TO A 8" DEPTH (TYP.)

 

2.  THIS DETAIL MAY BE USED WHERE NEW CONCRETE WALKS

  ARE NEXT TO NEW CURBS.

 

3.  USE IN CONJUNCTION WITH PAVEMENT PATCH DETAIL,

  WHERE APPLICABLE.

OR

IC

PAID AS CURB

PAID AS SIDEWALK

SLOPE TO MATCH ADJACENT

PAVEMENT BY THIS CONTRACTOR

CLASS A CONCRETE.  CONTRACTOR SHALL BE

RESPONSIBLE FOR ANY FULL DEPTH PATCHING

WHERE DISTURBED OR REQUIRED BY CURB,

SIDEWALK OR DRIVE WORK.  CONCRETE PATCHING

PLACED BY CBU SHALL GENERALLY BE LEFT IN

PLACE UNLESS IT MUST BE DISTURBED

PCCP FOR APPROACHES,  9"

8
"
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4

BE

PREPARED

TO

STOP

150’

150’

FLAGGER

AHEAD

W20-7a

W20-7b

W20-1

BE

PREPARED

TO

STOP

FLAGGER

AHEAD

W20-7a

W20-7b

W20-1

FLAGGER

POSITION

FLAGGER

POSITION

WORKZONE (AREA

OF TEMPORARY

LANE CLOSURE)

150’

150’

ROAD

WORK

500 FT

ROAD

WORK

500 FT
TYPICAL LANE RESTRICTIONS

ON PUBLIC ROADS USING FLAGGER

MAINTENANCE OF TRAFFIC REQUIREMENTS:

 

INDOT STANDARD DRUM

WITH STEADY BURN LIGHTS

FLASHING ARROW SIGN

BARRICADE (TYPE III)

CONSTRUCTION SIGNS (SHAPE PER MUTCD)

TRAFFIC FLOW DIRECTION

4.   ALL SIGNS TO BE MOUNTED ON STANDARDS.

5.   ALL SIGNS IN ACCORDANCE WITH INDOT

  STANDARDS AND INDIANA MANUAL ON UNIFORM

  TRAFFIC CONTROL DEVICES.

X
W

4
-2

X
W

2
0
-5

C
S

A
H
E
A

D

N
L

A
E

L
O

E
D

OR AS SPACE ALLOWS

WORKZONE

E

F

TYPICAL LANE CLOSURE ON MULTI-LANE STREET

OR AS

SPACE ALLOWS

OR AS

SPACE ALLOWS

400’ 200’ 245’

MAINTENANCE OF TRAFFIC LEGEND

M
A

IN
T

E
N

A
N

C
E

 O
F

 A
C

C
E

S
S

A
N

D
 T

R
A

F
F

IC
 P

L
A

N
S

ALL SIGNS,  BARRICADES,  DRUMS,  FLASHING ARROWS,

DETOUR ROUTE MARKER ASSEMBLIES,  FLAGGING

OPERATIONS,  AND RELATED WORK SHALL BE INCLUDED

IN THE COST FOR MAINTENANCE OF TRAFFIC

NOTE: 

DISTANCES SHALL BE ADJUSTED TO

FIELD CONDITIONS WHERE SPACE IS LIMITED.

1.     LANE RESTRICTIONS WILL BE ALLOWED FOR DRIVE

  REPLACEMENT,  CURB INSTALLATION,  STRUCTURE

  INSTALLATION AND SIDEWALK CONSTRUCTION, BUT

  ONLY DURING DAYLIGHT WORK HOURS.  NO OVERNIGHT

  RESTRICTIONS ARE PERMITTED.

2.   FLAGGER OPERATIONS AND TEMPORARY SIGNAGE

  IN ACCORDANCE WITH INDIANA MANUAL OF UNIFORM

  TRAFFIC CONTROL DEVICES ARE REQUIRED FOR ALL

  LANE RESTRICTIONS.

6.   ALL SIGNS,  BARRICADES AND DRUMS TO BE MOUNTED

  WITH A TYPE C (STEADY BURN) WARNING LIGHT AND

  MAINTAINED DUSK TO DAWN.

3.   ACCESS TO BUSINESSES AND RESIDENCES:

  ALL WORK MUST BE CONDUCTED SUCH THAT A

  USABLE ACCESS IS KEPT IN SERVICE TO EACH

  BUSINESS OR RESIDENCE TO THE MAXIMUM EXTENT

  POSSIBLE.  ANY INTERRUPTIONS OF BUSINESS ACCESS

  WILL BE COORDINATED WITH OWNERS TO OCCUR

  DURING NON-OPERATING HOURS,  IF POSSIBLE.

  RESTRICTIONS TO ACCESS MUST BE COORDINATED AT

  LEAST 48 HOURS IN ADVANCE.  ACCESS MUST BE RESTORED

  DURING NON-WORKING HOURS USING TEMPORARY

  AGGREGATE OR STEEL PLATING.  PROPERTY

  OWNER/RESIDENT CONTACT INFORMATION NOTED ON PLANS.

USE FOR PARTIAL RESTRICTIONS ON COLLEGE AVENUE
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Elec.
Box

5

W. 17TH STREET

W. 17TH STREET

CONTACT:

DAVE ARTHUR

(812) 336-2818

ALLEY ACCESS TO KENWOOD DRIVE

MUST BE CONFIRMED PRIOR TO

CLOSURE OF THESE DRIVES

CONTACT:

CLAIRE BLACK

(812) 521-1434

CONTACT:

CHARLOTTE/ROCKY RICE

(812) 325-4048

CONTACT:

GREG OSBORN

(812) 334-1800

CONTACT:

JOE SHERRILL

(812) 331-1823

ONLY ONE DRIVE MAY BE

CLOSED AT A TIME
THESE DRIVES TO BE OPEN WHEN

DRIVE TO DDI AUTO DETAILING

IS PARTIALLY CLOSED

KEEP ONE DRIVE

OPEN AT ALL TIMES

THIS DRIVE MUST BE

CONSTRUCTED HALF

AT A TIME

17TH STREET MUST REMAIN OPEN TO

2-WAY TRAFFIC AT ALL TIMES

KINSER PIKE MUST REMAIN OPEN

TO 2-WAY TRAFFIC BY USING EXISTING

NORTHBOUND LEFT TURN AS THRU LANE

WHEN KINSER IS RESTRICTED

AT LEAST ONE LANE OF COLLEGE

AVENUE MUST REMAIN OPEN AT ALL

TIMES.  USE TYPICAL DETAIL FOR "LANE

CLOSURE ON MULTI-LANE ROAD" WHEN

CLOSING ONE LANE OF COLLEGE AVENUE

17TH STREET MUST REMAIN OPEN TO

2-WAY TRAFFIC AT ALL TIMES

ONLY ONE DRIVE MAY BE

CLOSED AT A TIME AT SWING-IN

PIZZA

CONTRACTOR TO COORDINATE WITH CITY STREET DEPARTMENT

FOR ANY NEEDED ADJUSTMENTS TO SIGNAL PHASING/TIMING AT

17TH AND KINSER WHEN THEY MUST BE RESTRICTED FOR SIDEWALK WORK
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W. 17TH STREET

 

CI

TEMPORARY CHECK DAM, REVETMENT RIPRAP

INLET PROTECTION, CURB

EROSION CONTROL LEGEND

CI

CI

CI

CI

CI CI

CI
CI

CI
CI

CI

CI

CI

CI
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STWW

EWWWWWWWWWWWWWEEEEEEWWWW

DH

CONC.
GRASS

ASPHALT

PLANTER

CONC. PLANTER

CONC.

GRASS

8" RR TIE RETAINING WALL

DEPTH (NE SIDE) 787.00’

CP #1077

QUIK LUBE SIGN

8" BLOCK WALL

MARATHON SIGN

GRASS

12" STONE WALL 12" BLOCK/CONC. WALL

CONC.

S INV.  793.91

N INV.  794.00

TOC.  797.60¨

TOC.  797.00¨

TOC.  797.90¨
TOC.  797.80¨

STR.  NO.  103

S INV.  794.07

W. 17TH STREET

7
790

795

800

805

EXISTING PROFILE ALONG LINE "A"

10+00 11+00 12+00

790

795

800

805

HANDHOLE TO

BE REMOVED

REMOVE BLOCK WALL

DO NOT DISTURB

MARATHON SIGN DO NOT

DISTURB SIGN

RESET SIGN

HANDHOLE TO BE RELOCATED

OR REMOVED
F

P
P

P

8’

UTILITY POLE CONFLICT

RELOCATION REQ’D.

BLOOMINGTON CLEANERS

+52,

CLASS ¸ DR. REQ’D.

W=23’

+91,

CLASS ¸ DR. REQ’D.

W=14’

APP.  SECTION LINE APP.  SECTION LINE29 28

3332

ADJUST CASTING

TO GRADE

LINE "A"

REMOVE EXCESS PAVEMENT

AND FILL WITH TOPSOIL

DO NOT DISTURB CURB

EXTEND WALK AND

CURB ACROSS DRIVE

POTENTIAL GAS

MAIN CONFLICT

F

P

C3

C3

F

26

F

F

REMOVE

INLETS

38

36

37

44

41
F DO NOT

DISTURB WALL

TEMP. R/W FOR GRADING

(TYP.)

REMOVE STOP BAR

TEMP. R/W

FOR SIDEWALK

REMOVAL

26

13

13

FUTURE STRAIN POLE

LOCATION BY OTHER

PROJECT

HMA PATCHING

26

LEGEND

CL

C3

P

F

CL

CL

F

P

ADJUST CASTING TO GRADE

+02,  STR.  NO.  105B (BY CBU)

MANHOLE C-4 &

3’ OF 18" PIPE REQ’D.

F

ADJUST WATER METER

CASTING TO GRADE

BULKHEAD PIPE

+73,  STR.  NO.  101 (BY CBU)

INLET R-13 &

18’ OF 12" PIPE REQ’D.

STR.  NO.  103 (BY CBU)

3’ OF 18" PIPE REQ’D.

CONNECT TO 18" PIPE TO SOUTH

+94,  STR.  NO.  105A (BY CBU)

MANHOLE C-4 & 15’ OF 18" PIPE REQ’D.

REMOVE EXISTING MANHOLE

+06,  STR.  NO.  104 (BY CBU)

INLET J-10 &

8’ OF 12" PIPE REQ’D.

FUTURE STRAIN

POLE BY OTHERS

ANY WORK WEST OF

THE NOTED PROJECT

LIMIT LINE IS TO BE

PERFORMED UNDER A

SEPARATE CITY

CONTRACT BY OTHERS

CROSSWALK MARKINGS NOTE:

CROSSWALKS SHOWN AS  EDGE

LINES TO MAKE PLANS MORE

READABLE BUT ARE TO BE

MARKED AS 2’ WIDE SOLID

WHITE TRANSVERSE STRIPES

(WORK BY OTHERS)

DOTTED LINE REPRESENTS LIMITS

OF WORK UNDER THIS CONTRACT

STORM SEWER PROFILES SHOWN

FOR INFORMATION ONLY - THIS

WORK TO BE PERFORMED BY CBU

ADJUST WATER METER

CASTING TO GRADE

PAVEMENT MARKINGS AND

STREET RESURFACING WILL

BE PERFORMED BY CITY STREET

DEPARTMENT,  SHOWN HERE FOR

INFO ONLY.  ALL PATCHING

BY CONTRACTOR

ADJUST MONUMENT TO

GRADE WITH RESURFACE

+72,  STR.  NO.  102 (BY CBU)

INLET J-10 &

18’ OF 12" PIPE REQ’D.

BULKHEAD PIPE TO NORTH

REMOVE WALK,  GRADE TO DRAIN,

PATCH WITH HMA OVER CONCRETE

PATCHING



W. 17TH STREET

8
780

785

790

795

13+00 14+00 15+00

780

785

790

795
EXISTING PROFILE ALONG LINE "A"

DO NOT DISTURB WALL

313 W. 17TH ST.

+97,

CLASS ¸ DR. REQ’D.

W=23’

+26,

CLASS É DR. REQ’D.

W=12’

+67,

CLASS ¸ DR. REQ’D.

W=45’

APP.  SECTION LINE LINE "A"

DO NOT DISTURB WALL

44

41

36
41

41

TEMP. R/W

SAWCUT (TYP.)

C3 C3 C3

26

26

26

26

13

F

F

F
F

26

37

41

TEMP. R/W FOR

DRIVE AND ISLAND

CONSTR.

44
CL

CL

CL

P P

STORM SEWER PROFILES SHOWN

FOR INFORMATION ONLY - THIS

WORK TO BE PERFORMED BY CBU

REMOVE EXTRA PAVEMENT,

REPLACE WITH 12" TOPSOIL

+71,  STR.  NO.  106 (BY CBU)

INLET J-10 &

128’ OF 12" PIPE REQ’D.

REMOVE EXTRA PAVEMENT,

REPLACE WITH 12" TOPSOIL
REMOVE PAVEMENT FILL

WITH 12" TOPSOIL

TEMP. R/W FOR GRADING

+03,  STR.  NO.  108 (BY CBU)

INLET M-10 &

104’ OF 12" PIPE REQ’D.
13

ADJUST WATER METERS

CASTING TO GRADE IF

NECESSARY

PAVEMENT MARKINGS AND

STREET RESURFACING WILL

BE PERFORMED BY CITY STREET

DEPARTMENT,  SHOWN HERE FOR

INFO ONLY.  ALL PATCHING

BY CONTRACTOR
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GRASS GRASS GRASS GRASS

8" RR TIE RETAINING WALL

WALL

STONE STEPS

GRASS

CONC.

CP #874

STEEP

DRIVE

DUMPSTER

8" BLOCK WALL

TOC.  790.60¨

TOC.  796.80¨
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WWWWWWWWWWWWWWWWWWWWWWWWWWWWWWWWSSSSSsWWWWWTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTT

GRASS

CONC.
CONC.

4" WOODEN

PLANTER

CONC.

12" CONC. WALL

12" CONC. WALL

CP #474

SWING-IN PIZZA SIGN

PEPSI SIGN

WWWWWWWWWWWWWWWWWWW

777.00

776.50

N INV.  775.28

104 LFT.  of 12" Pipe @ -6.01 %

S INV.  774.94

TOC.  778.60¨

TOC.  779.00¨

TOC.  780.00¨

TOC.  781.50¨

TOC.  784.20¨ TOC.  774.70¨

69 LFT.  of

18" Pipe @ -5.39 %

APPROX.  6" WATERMAIN.

DO NOT DISTURB (EST.  TOP

OF WATERMAIN AT EL.  773.40)

16’ WATERMAIN TOP OF PIPE

EST.  EL.  776.40

25 LFT.  of

18" Pipe @ -2.00 %

TOP OF EXIST.  6"

WATERMAIN AT EL.  776.50¨

PROTECT AT CROSSING

W. 17TH STREET

9
770

775

780

785

15+00 16+00 17+00

770

775

780

785

EXISTING PROFILE ALONG LINE "A"

RESET

WATERMETER

TO GRADE

C

F MOD.

MOD.

+39,

CLASS ¸ DR. REQ’D.

W=22’

+16,

CLASS ¸ DR. REQ’D.

W=45’

APP.  SECTION LINELINE "A"

REMOVE BOLLARDS

TEMP. R/W FOR DRIVES

AND ISLAND CONSTR.

REMOVE WOODEN

TIMBERS

DO NOT DISTURB SIGN

ADJUST VALVE

CASTINGS TO

GRADE

+69,

CLASS ¸ DR. REQ’D.

W=20’

ADJUST VALVE

CASTINGS TO

GRADE
44

41

36

38

37

44

41

41

C3

C3

C3

13

F

F

26

36

P

13

13

F

26
13

26

SLOPE DRIVE TO ROAD

AT EAST END

TEMP.  R/W FOR DRIVES

P

CL

CL

CL

PROPOSED DRAINAGE

(PLOTTED 5’ ABOVE DATUM)

P

STORM SEWER PROFILES SHOWN

FOR INFORMATION ONLY - THIS

WORK TO BE PERFORMED BY CBU

PAVEMENT MARKINGS AND

STREET RESURFACING WILL

BE PERFORMED BY CITY STREET

DEPARTMENT,  SHOWN HERE FOR

INFO ONLY.  ALL PATCHING

BY CONTRACTOR

REMOVE EXTRA

PAVEMENT, REPLACE

WITH 12" TOPSOIL

PROTECT WATERMAINS

AT CROSSINGS

F

2% MAX.  SLOPE

IN THIS AREA
+85,  STR.  NO.  112 (BY CBU)

INLET J-10 &

25’ OF 18" PIPE REQ’D.

REMOVE EX.  INLET AND PIPE

RESET STOP/STREET

SIGN IF NEEDED

PROPOSED DRAINAGE

(PLOTTED 10’ ABOVE DATUM)

REMOVE WALK, FILL

WITH 12" TOPSOIL

+11,  STR.  NO.  109 (BY CBU)

INLET M-10 &

48’ OF 12" PIPE REQ’D.

+63,  STR.  NO.  111 (BY CBU)

INLET M-10 &

46’ OF 12" PIPE REQ’D.
+13,  STR.  NO.  115 (BY CBU)

MANHOLE C-4 &

69’ OF 18" PIPE REQ’D.

REMOVE EXISTING MANHOLE

F

+86,  STR.  NO.  117 (BY CBU)

INLET J-10 &

150’ OF 18" PIPE REQ’D.

+13,  STR.  NO.  113 (BY CBU)

INLET J-10 &

14’ OF 18" PIPE REQ’D.

REMOVE EX.  INLET

RESET BUS SHELTER

ON NEW,  ADA COMPLIANT

SIDEWALK AREA,  MATCH

EXISTING ANCHORING

REMOVE WALK,  PATCH

WITH HMA OVER

CONCRETE



REVISIONS

DATE DESCRIPTION

PROJECT NO.:

FILENAME:

PREPARED BY:

1321 Laurel Oak Drive

Avon, Indiana  46123

(317)370-9672

 

072

SHEET NO.

1
2
:1

0
:4

6
 A

M
1
1
/1

8
/2

0
1
3

c
:
\
p

r
o

j
e
c
t
s
\
1

0
0

7
2

\
d

g
n

\
p

l
a
n

p
r
o

f
\
0

7
2

p
p

0
0

1
.d

g
n

P
P

0
4

 

 

B

ROCK RIDGWAY

P
R

O
F

ESSIONAL E
NG

IN
E
E

RSTATE OF

No.
19300092

R

E
G
ISTER

E

D

IN
D IA N

A

1
7

T
H

 S
T

R
E

E
T

B
E

T
W

E
E

N
 K

IN
S

E
R

 P
IK

E

A
N

D
 C

O
L

L
E

G
E

 A
V

E
N

U
E

B
L

O
O

M
IN

G
T

O
N

, 
IN

D
IA

N
A

1
1

/1
7

/1
3

SSSSSW

COCO

SSGSSSSSSSSSS

W

WWWWWWssTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTTT

GAS PUMPS

PILLAR

CANOPY

GRASS

CONCRETE

CONCRETE

GRASS

SANITARY MANHOLE

TC = 768.48’

N 8"PVC INV=762.28’

S 8"PVC INV=762.38’

12" CONC. WALL

TTTTTTSSSSSSSSS

Elec.
Box

SA

WWWWWWWGGGGGGGGTTTTTTss

GRASS

EEEsssssssssssssss

24" EXIST.

INV.  764.31

INV.  762.28

WWWWWWWWWWWWWWWWWWW

N INV.  765.70

SE INV.  765.60

TOC.  768.40¨

TOC.  768.50¨

TOC.  768.10¨

TOC.  769.60¨

APPROX.  8" SANITARY CROSSING

DEPTH TO BE DETERMINED.  CONTACT

ENGINEER IF FOUND TO BE IN CONFLICT

APPROX.  WATERMAIN

SERVICE TO HYDRANT -

DEPTH TO BE VERIFIED

762.28
EXIST.

E INV.  760.60¨

APPROX.  WATERMAIN CROSSING

TOP OF WATERMAIN,  EST.  EL.  765.10

PROTECT AT CROSSING

W. 17TH STREET

1018+00 19+00 20+00

760

765

770

775

760

765

770

775

EXISTING PROFILE ALONG LINE "A"

BP/CIRCLE K GAS STATION

8’

+09,

CLASS ¸ DR. REQ’D.

W=30’

APP.  SECTION LINELINE "A"

P

DO NOT DISTURB POLE

REMOVE EX.  CURB

41

36 37
36

36
44

38

C3C3
C3

F

F13

REMOVE OLD FOUNDATION

TEMP.  R/W

FOR DRIVES

13

DO NOT

DISTURB POLE 13CL

CL

CL

P

SHIFT STR.  NO.  122 TO THE

SOUTHEAST IF NECESSARY

TO AVOID WATERMAIN

38

A

38

STORM SEWER PROFILES SHOWN

FOR INFORMATION ONLY - THIS

WORK TO BE PERFORMED BY CBU

PAVEMENT MARKINGS AND

STREET RESURFACING WILL

BE PERFORMED BY CITY STREET

DEPARTMENT,  SHOWN HERE FOR

INFO ONLY.  ALL PATCHING

BY CONTRACTOR

NOTE:

POTENTIAL SANITARY

CONFLICT

AS NEEDED (TYP.)
P

VERIFY STRUCTURE ABANDONED.

REMOVE IF NOT IN SERVICE,

PATCH PAVEMENT AS NEEDED

CL

A

PROTECT SANITARY

MANHOLE AND SEWER

PROTECT WATERMAINS

AT CROSSING

FIELD CHECK ITEM:

BURIED GAS IN THIS

INTERSECTION NOT LOCATED,

BUT PRESENT PER MAPPING

3.3’ TO TOP OF AT&T,

4.3’ TO BOTTOM

(EST.  EL.  765.05 TO TOP)

+39,  STR.  NO.  121 (BY CBU)

INLET J-10 &

54’ OF 18" PIPE REQ’D.

+72,

CLASS ¸ DR. REQ’D.

W=30’ (SLOPE DRIVE

TO ROAD)
+20,  STR.  NO.  124 (BY CBU)

INLET C-15 & 13’ OF 18" PIPE REQ’D.

(VERIFY NO ACTIVE FLOW FROM ANY PIPES)

+13,  STR.  NO.  123 (BY CBU)

60" MANHOLE AND SPECIAL CASTING &

82’ OF 24" PIPE REQ’D.

GRADE DRAIN

TO STR.  NO.  122
768.10

GRADE TO

DRAIN NORTHWEST

768.40

768.50

POTENTIAL PIPE STUB TO

BE DETERMINED BY CBU

+97,  STR.  NO.  122 (BY CBU)

INLET C-15 & 14’ OF 18" PIPE

REQ’D. REMOVE EX.  INLET

TOP OF CONDUIT AT

APPROX.  42" DEEP

THIS AREA AT

2% MAX.  SLOPE

F

TAPER CURB TO 0"

PROTECT LIGHT POLE AND SIGNAL POLE

F

RELOCATE BP SIGN ON NEW CONCRETE

BASE- MATCH EXIST.  ANCHORING,

RECONNECT ELECTRIC SERVICE

+65,  STREET

APPROACH REQ’D.

W=22’

RIGHT-OF-ENTRY

NEEDED FOR DRIVE

AND SIDEWALK

REPLACEMENT

RIGHT-OF-ENTRY NEEDED

FOR CURB CONSTRUCTION
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NOTE:

STORM SEWER WORK SHOWN ON

CROSS SECTIONS IS FOR INFORMATION

ONLY.  STORM SEWERS ARE TO BE

INSTALLED BY CITY UTILITY.
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