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\ QOTHER NOTES:
LATERAL CONNECTION POINT, 1. CONTRACTOR SHALL NOTIFY AND COOPERATE WITH ALL ADJACENT PROPERTY
= CONNECT TO EXISTING OWNERS AND UTILITY COMPANIES HAVING FACILITES ON OR ADJACENT TO THE
RESIDENCE'S EFFLUENT SANITARY SITE BEFORE DISTURBING, ALTERING, REMOVING, RELOCATING, ADJUSTING, OR
LINE WITH APPROPRIATE FITTINGS. CONNECTING TO SAID FACILITIES. CONTRACTOR SHALL PAY ALL COSTS IN
CONTRACTOR TO FIELD VERIFY CONNECTION WITH ALTERATION OF OR RELOCATION OF THE FACILITY.
- DEPTH AND LOCATION OF
/ EXISTING EFFLUENT LINE BEFORE 2. ALL AREAS DISTUBED NOT COVERED BY PAVING ARE TO BE VEGETATED WITH
ANY CONSTRUCTION IS BEGUN SEED AND MULCH.
AND PARTS ARE ORDERED.
EXISTING SANITARY 3. ALL EXCAVATING IS UNCLASSIFIED AND SHALL INCLUDE ALL MATERIALS
|

] ENCOUNTERED.

ANYO &|ASSOCIATES, INC.

STRUGTURE 7 / _ °
T0C=774 48 K | 4. ALL SEWER CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE CITY OF o
» | .
157 INVERT {NE)=765.98 N CONTRACTOR TO REMOVE AND - - BLOOMINGTON UTILITY SPECIFICATIONS. +
15", INVERT £S)=765.83 u R\
o i RE-STACK EXISTING STONE WALL
/ Q AS NECESSARY TO CONSTRUCT THE 5. ALL PERMITS ARE TO BE OBTAINED BY THE CONTRACTOR PRIOR TO THE g
Q{< - !-_—) / PROPOSED IMPROVEMENTS START OF CONSTRUCTION. c %
, /“\ & > ﬁ 6. SAFE, CLEARLY MARKED PEDESTRIAN AND VEHICULAR ACCESS TO ALL g Q
, S 4 ADJACENT PROPERTIES MUST BE MAINTAINED THROUGHOUT THE CONSTRUCTION |
/ Q/ RETAINING WALL PROCESS. 0 % N
/ d 7. LOCATIONS OF EXISTING BURIED UTILITY LINES SHOWN ON THE PLANS ARE = oM
6 \ ' BASED UPON BEST AVAILABLE INFORMATION AND ARE TO BE CONSIDERED 2 ~
¥ \\ APPROXIMATE.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO < oo N
e VERIFY THE LOCATIONS OF UTILITY LINES ADJACENT TO THE WORK AREA. THE 0 S e
oY RETAINING WALL CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION OF ALL UTILITY LINES ~
/ c _ _ DURING THE CONSTRUCTION PERIOD.
|
- \ ‘ 8. ALL PROJECTS WILL REQUIRE A PRE-CONSTRUCTION MEETING WITH THE CITY
n ]
A 4.0' MIN. y CONTRACTOR TO REMOVE AND \ l SCALE: 1"=20 OF BLOOMINGTON UTILITIES PRIOR TO THE START OF CONSTRUCTION.  THE
s @ = RE-STACK EXISTING STONE WALL \ / \ CONTRACTOR AND/OR DEVELOPER MUST CONTACT TOM AXSOM AT
AS NECESSARY TO CONSTRUCT THE \\ M812)349-3633 TO SCHEDULE THE MEETING. J
PROPOSED IMPROVEMENTS \\ Protective Casting
EXISTING STORM \ East Jordan Catalogue No. 2975 -
CULVERT or Neenoh Catologue No. R-1974-A Treated 2"x4"
CONTRACTOR T0 ENSURE \t\ Existing Ground Line Morker 4 “ . ) H?LEY MOLEY SAIS
NO DAMAGE IS DONE TO rass or asphalt T o~ e
THE EXISTING COLUMNS \\ (9 pholt) Provide Cop Ry _ D | G SAF E LY
BY PROTECTING IT W\ Concrete Anchor = o NOTES:
' | DURING CONSTRUCTION \ 12" Min. Diometer Locate Wire o= oW
12" Min. Depth = = =3 1. PROPER FITTINGS
! ! v ! v v VAY & 8 7O | LATERAL SHALL BE USED FOR
< = = ALL CHANGES IN LINE
o LATERAL COMNECTIN A ~ .y o SE D e certified by
REFER TO DETAL l S i CI: | — — ]3 2. ALL LATERALS SHALL
[ = A 1 7. ETHER BE EXTENDED TQ
E 45" Elbow ERSILRSITY N THE SURFACE AND
N ' CAPPED, OR MARKED
3 . RISER PIPE R ; WITH A TREATED 2 X 4
Locate 4 or 6 Loteral 45" SLOPE , WITH YELLOW PAINT
Wire Locote Wire g ' AND EXTENDED 2
QA \ Y EXISTING ABOVE GROUND.
< SEWER
<& L |l L /I MAIN X
4 or 6" Loteral PROFILE 45" Wye Plug in Be"J FOR CONNECTIONS TO RCP EXISTING MAIN,
’ CONTRACTOR TO USE STAINLESS STEEL
7/ NON-SHEAR COUPLING MANUFACTURED BY BYNUM FANYO & ASSOCIATES, INC.
'FURNCO’ OR APPROVED EQUAL., SEAL wT! "
SANITARY LATERAL & CLEANOUT NOTES FURNCO' OR APPROVED EQUAL. SEAL I SEWER LATERAL CONNECTION IT'S THE LAW
1. ALL CLEAN—OUTS, WEATHER IN GRASSY AREAS OR IN PAVEMENT, SHALL BE SUB—SURFACE AND SPECIFICATIONS
‘l PROTECTED BY A SUITABLE METAL CASTING, SUCH AS EAST JORDAN IRON WORKS CATALOGUE NO. = CALL 2 WORKING DAYS BEFORE YOU DIG
2975 OR NEENAH CATALOGUE NO. R—1974—A. IN GRASSY AREAS, THE CASTING SHALL BE
PROVIDED WITH A CIRCULAR CONCRETE COLLAR FLUSH WITH THE TOP OF THE CASTING AND THE / \ 1-800-382-5544
\GD\ GROUND SURFACE. THE COLLAR SHALL BE MINIMUM 6” THICK AND SHALL EXTEND AT LEAST 8” CALL TOLL FREE
BEYOND THE OUTSIDE OF THE CASTING ON ALL SIDES. IN PAVED AREAS, THE TOP OF CASTING
SHALL BE FLUSH WITH THE PAVEMENT SURFACE. TOP OF CLEAN-OUT SHALL BE NO MORE THAN
3" BELOW THE TOP OF CASTING. | gl VARIES 8" E);g\%l\/lNE?\l ; PER INDIANA STATE LAW IC8-1-26.
2. A CLEAN-OUT SHALL BE PROVIDED ON SANITARY SEWER LATERALS EVERY 90 FEET AND AT ) / IT IS AGAINST THE LAW TO EXCAVATE WITHOUT NOTIFYING
ALL BENDS. =S Y j THE UNDERGROUND LOCATION SERVICE TWO (2) WORKING
—— YN =
3. A #10 INSULATED SOLID COPPER LOCATOR WIRE SHALL BE WRAPPED AROUND ALL NONMETALLIC 9" CONCRETE/ 7 L DAYS BEFORE COMMENCING WORK. <
PIPES IN THE ROAD RIGHT OF WAYS SO THAT ONE REVOLUTION IS MADE AT LEAST EVERY PIPE I 2" BITUMINOUS =
JOINT. SPLICES ARE TO BE MADE WITH AN APPROVED CONNECTOR, AND ARE TO BE SUITABLY (3 =% o SURFACE -
PROTECTED AGAINST CORROSION. THE WIRE IS TO BE BROUGHT TO THE SURFACE AT THE FLOWABLE [ o%s & * o <
PROPERTY LINE WITH A CLEAN—OUT IN A CASTING. ALSO SEE (STANDARD SANITARY LATERAL FILL AS DESCRIBED s g —_—
CLEAN-OUT DETAIL 19) CBU CONSTRUCTION SPECIFICATIONS. B CEY O BrOOMINGTON /A
| <
| CITY OF BLOOMINGTON UTILITIES BYNUM FANYO & ASSOCIATES, INC. N
STANDARD SANITARY LATERAL BITUMINOUS PAVEMENT PATCH -
CLEAN-OUT FOR 4" & 6 PIPES —
\ CBU STANDARD DETAIL NUMBER 19 \ NOT 10 SCALE a Q
/ EXCAVATION DEPTH TRENCH SAFETY SYSTEMS \ < zZ
When pipe grades are not defined All trench work shall be in compliance —
on the contract drawings, maintain with OSHA Part 26 of the Code of 2
a minimum of 48 inches of cover Federal Regulations.
over the top of the pipe except as C 7~
otherwise ordered by the Engineer. U
Repair surface as indicated C N\
/ in the Special Conditions. 0 u
-
SECONDARY BACKFILL
| TRENCH BANKS Under or within 5' of pavement backfill C m
Where necessary, banks may shall be in accordance with the agency
| be cut back on slopes which issuing the permit. If no permit is
shall not extend lower than required full depth #53 stone compacted
12 inches above the top of in 6" lifts must be used. In unimproved .
g title: SITE PLAN
EXISTING SANITARY Trench wall shall be 7° but may contain no stone larger than 6”
STRUCTURE minimum from the pipe x_ PR in its greatest dimension.
T0C=770.99 each side. PRIMARY BACKFILL
15" INVERT (N):765.T4 Backfill 12" above top of
? = PIPE BEDDING pipe with no.11 stone.
15" INVERT (S)=764.99 g: no. H s:one on soilk L \ f
0. 11 stone on rocl ” SERE PVC PIPE .
T_l/ Shovel cut and compact backfill NOTE TO CONTRACTOR deS|gﬂed by DJB
Bedding shall conform to b_eneuth the haunch area of the )
ASTMD-2521, Class I, and shall phe. CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS & DEPTHS AND NOTIFY drawn by: DJB
over-excavation shal be flled CITY_OF BLOOMINGTON UTILITIES ENGINEER OF ANY INACCURACIES IN LOCATION OR ELEVATION OR ANY checked by: RLC
Class D concrete. BED?_l(')“é; ISA\%I:) gAI-?[})(IEIIELLPIBETAIL CONFLICTS PRIOR TO & AFTER ANY EXCAVATION. NO PAYMENT SHALL BE MADE sheet no: C101
-~ \ CBU STANDARD DRAWNG 11 TO CONTRACTOR FOR UTILITY DESTRUCTION OR UNDERGROUND CHANGES roiect no.: 401415
/ REQUIRED DUE TO CONFLICTING ELEVATIONS. Pre) .




