
4TH STREET AND ROGERS STREET - TRAFFIC COUNTS AND ANAYLSIS

Movements that would have been restricted with a full median are

relatively low, but not negligible. (For example, in the PM peak hour, 36

out of 609 northbound vehicles made a left turn onto 4th Street.

Analysis shows that removing the left turn lanes, while still allowing left

turns, will have negligible impact on delay through the intersection. On

average, there may be an additional 2 seconds of wait time for vehicles

on 4th Street and little to no additional delay for vehicles on Rogers

Street.

Restricting movements at this intersection is possible, but not necessary

to improve pedestrian and bicycle crossings.

MOTOR VEHICLE COUNTS
Rogers Street at 4th Street Date: 1/26/2016

AM Peak Hour

Rogers Street at 4th Street Date: 1/26/2016

PM Peak Hour

NOTE: Bicycle and pedestrian counts were

performed in January of 2016 when bicycle

and pedestrian crossings would be lower

than the average.

NOTE: Bicycle and pedestrian counts completed separately

NOTE: Bicycle and pedestrian counts completed separately

BICYCLE AND PEDESTRIAN COUNTS

ASSESSMENT SUMMARY

TRAFFIC SIMULATION

Simulated conditions with no left turn lanes

Existing Conditions
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