SIDEWALK IMPROVEMENT PLAN
S. MITCHELL STREET

Sidewalk Improvements Along East Side of Mitchell Street From Circle Drive to Maxwell Drive
Section 3, T-8-N, R-1-W, Perry Township, Monroe County, Indiana

SCALE: 1" = 1000'

PROJECT LOCATION SHOWN BY MONROE

ETOCA
UTILITIES

AT&T Distribution Communications
240 North Market Street, Room 225
Indianapolis, IN 46204
Contact: Bill McCay
812-334-2101
bmc@att.com

Duke Energy Power/Electric
3001 West Broadview Street
Princeton, IN 47670
Contact: Donny McDaniel
812-385-1583
damcdaniel@duke-energy.com

Sanitary Sewer and Water
600 East River Drive
P.O. Box 728
Ellettsville, IN 47429
Contact: Tom Riede
812-355-7822
robert@bloomington.in.gov

Contact: Dave Reigl
812-349-4511
reigl@bloomington.in.gov

Sanitary Sewer and Water
600 East River Drive
P.O. Box 728
Ellettsville, IN 47429
Contact: Joe Bryniarski
812-235-2357
joe.bryniarski@smithville.com

Comcast Central Cable TV
2405 South Henderson Street
Bloomington, IN 47401
Contact: Scott Templeton
812-333-7022
scott.templeton@comcast.com

Comcast Central Cable TV
2405 South Henderson Street
Bloomington, IN 47401
Contact: Steve Rhode
812-230-4103
steve Rhode@comcast.com

City of Bloomington Utilities
Sanitary Sewer and Water
600 East River Drive
P.O. Box 728
Ellettsville, IN 47429
Contact: Jane Fleig
812-349-4511
fleigj@bloomington.in.gov

Contact: Ariel Thomas
812-935-2262
joe.bryniarski@smithville.com

Contact: Brent McCabe
812-349-4511
bm1792@att.com

Control Point Table

<table>
<thead>
<tr>
<th>POINT NUMBER</th>
<th>DESCRIPTION</th>
<th>ZONE 1</th>
<th>ZONE 2</th>
<th>ZONE 3</th>
<th>ZONE 4</th>
<th>ZONE 5</th>
<th>ZONE 6</th>
<th>ZONE 7</th>
<th>ZONE 8</th>
<th>ZONE 9</th>
<th>ZONE 10</th>
</tr>
</thead>
<tbody>
<tr>
<td>3004</td>
<td>TBM ELEVATION = 830.65' NAVD 88</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>3005</td>
<td>TBM ELEVATION = 829.97' NAVD 88</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

PROJECT CONTROL AND BASIS OF BEARINGS:

INGCS "MONROE" ZONE:

UNLESS NOTED OTHERWISE, ALL BEARINGS, DISTANCES, AREAS, AND COORDINATES SHOWN HEREON ARE BASED UPON THE INDIANA GOVERNMENT COORDINATE SYSTEMS (INGCS) "MONROE" ZONE PER NAD 83 (2011) EPOCH 2010.00 AND ARE REPORTED IN U.S. SURVEY FEET AND DECIMAL PARTS THEREOF. THESE ZONES WERE DEVELOPED TO MINIMIZE THE DIFFERENCES BETWEEN GROUND-MEASURED HORIZONTAL DISTANCES AND THE CORRESPONDING GEO COORDINATES (IGN) DISTANCES WITHIN THE COUNTIES BEARING THESE ZONE NAMES.

PUBLISHED COORDINATES (INGCS) VS OBSERVED COORDINATES DELTA (Δ) VALUE

NORTH ELEVATION (HARD TOPOGRAPHIC SURVEY) DERIVED FROM A KNOWN PUBLISHED ELEVATION = 830.65' NAVD 88. THIS OBSERVED ELEVATION IS HELD RELATIVE THROUGHOUT THE PROJECTS EXTENTS UTILIZING CONVENTIONAL LEVELING TECHNIQUES. THE VERTICAL DATUM IS BASED ON NAVD 1988, (+- 0.2'). A CONVENTIONAL LEVEL CIRCUIT, ORIGINATING FROM A KNOWN PUBLISHED RAPIDLY MEASURED (RTK) SURVEYING EQUIPMENT SURVEYING METHODS WERE USED TO LOCATE BENCHMARKS (AS AVAILABLE BY A GOVERNING AGENCY) WAS NOT PERFORMED FOR THIS SURVEY.

UTILITY NOTE: THE LOCATION OF THE UTILITIES WITHIN THE SCOPE OF THIS PROJECT WAS DETERMINED BY FIELD VERIFIED LOCATIONS OF VALVES, HYDRANTS, ETC, ALONG WITH LIMITED FIELD MARKINGS. PCS ENGINEERS WILL NOT BE RESPONSIBLE FOR UNDERGROUND UTILITY LOCATIONS PROVIDED BY OTHERS.
### PAVEMENT QUANTITIES AND APPROACH TABLE

<table>
<thead>
<tr>
<th>LOCATION</th>
<th>12+152</th>
<th>12+43</th>
<th>13-47</th>
<th>20-47</th>
<th>30-49</th>
<th>10-100</th>
<th>10-102</th>
<th>10-104</th>
<th>10-106</th>
</tr>
</thead>
<tbody>
<tr>
<td>SURFACE BEHIND MEASURED</td>
<td>18</td>
<td>18</td>
<td>18</td>
<td>N/A</td>
<td>N/A</td>
<td>20</td>
<td>20</td>
<td>18</td>
<td>N/A</td>
</tr>
<tr>
<td>HMA</td>
<td>50</td>
<td>50</td>
<td>50</td>
<td>N/A</td>
<td>N/A</td>
<td>50</td>
<td>50</td>
<td>50</td>
<td>50</td>
</tr>
<tr>
<td>MIN. THICKNESS</td>
<td>6.25</td>
<td>6.25</td>
<td>6.25</td>
<td>N/A</td>
<td>N/A</td>
<td>6.25</td>
<td>6.25</td>
<td>6.25</td>
<td>6.25</td>
</tr>
<tr>
<td>EXH %</td>
<td>95</td>
<td>95</td>
<td>95</td>
<td>N/A</td>
<td>N/A</td>
<td>95</td>
<td>95</td>
<td>95</td>
<td>95</td>
</tr>
<tr>
<td>TOTALS</td>
<td>193</td>
<td>193</td>
<td>193</td>
<td>N/A</td>
<td>N/A</td>
<td>193</td>
<td>193</td>
<td>193</td>
<td>193</td>
</tr>
</tbody>
</table>

### STRUCTURE DATA

<table>
<thead>
<tr>
<th>STATION</th>
<th>13+21</th>
<th>13+44</th>
<th>13+46</th>
<th>13+46</th>
<th>13+48</th>
<th>13+49</th>
<th>13+60</th>
<th>13+60</th>
<th>13+60</th>
</tr>
</thead>
<tbody>
<tr>
<td>LOCATION OVER</td>
<td>3</td>
<td>12</td>
<td>2</td>
<td>3</td>
<td>12</td>
<td>2</td>
<td>3</td>
<td>12</td>
<td>2</td>
</tr>
<tr>
<td>PIPE TYPE</td>
<td>Inlet Type M-33</td>
<td>Inlet Type J-15</td>
<td>Inlet Type M-33</td>
<td>Inlet Type J-15</td>
<td>Inlet Type M-33</td>
<td>Inlet Type J-15</td>
<td>Inlet Type M-33</td>
<td>Inlet Type J-15</td>
<td>Inlet Type M-33</td>
</tr>
<tr>
<td>LENGTH</td>
<td>118</td>
<td>44</td>
<td>25</td>
<td>62</td>
<td>90</td>
<td>31</td>
<td>103</td>
<td>48.5</td>
<td>17</td>
</tr>
<tr>
<td>TYPE</td>
<td>L/T</td>
<td>L/T</td>
<td>L/T</td>
<td>L/T</td>
<td>L/T</td>
<td>L/T</td>
<td>L/T</td>
<td>L/T</td>
<td>L/T</td>
</tr>
<tr>
<td>SLAB</td>
<td>3</td>
<td>3</td>
<td>3</td>
<td>3</td>
<td>3</td>
<td>3</td>
<td>3</td>
<td>3</td>
<td>3</td>
</tr>
<tr>
<td>NUMBER</td>
<td>1</td>
<td>2</td>
<td>1</td>
<td>2</td>
<td>1</td>
<td>2</td>
<td>1</td>
<td>2</td>
<td>1</td>
</tr>
<tr>
<td>REMARKS</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>