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Shall be tapped before the dector check valve (can be in vault or outside vault). All service lines shall be type "K" copper with flare type joints. All fittings shall conform to ANSI/AWWA C800 and 4.4.4.1.4.1 of CBU construction specifications. Can be in or out of vault. 
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The double check valve detector assembly shall be  designed for firelines to prevent backflow from  the fire protection system to the potable water  system and also detect leakage or unauthorized  use.  
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DOUBLE CHECK VALVE DETECTOR ASSEMBLY
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PIT/VAULT (Non-traffic area) 
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Pit shall be reinforced  cast-in-place concrete, precast  concrete, or laid block.  Apply  CBU approved waterproofing  agent to interior and exterior  of walls.  Specifications for  pits in traffic areas shall be  determined by design  requirements. Vault sizes to be determined on a case by case basis.
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Connect to piping with a flange adapter coupling
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Place concrete blocks to support assembly.
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GATE VALVE
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GATE VALVE
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VALVE BOX
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VALVE BOX
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Grade to drain away fron pit
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WATER METER
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City of Bloomington Utilities Engineering Department
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BYPASS ASSEMBLY
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FULL PORT SHUT OFF VALVE
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BYPASS DETECTOR METER
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Bypass Detector Meter to read gallons
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DOUBLE CHECK  VALVE
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FIRE LINE DOUBLE DETECTOR ASSEMBLY  WITH DOMESTIC/IRRIGATION METER   INSTALLATION DETAIL
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PIT WALLS

AutoCAD SHX Text
A

AutoCAD SHX Text
Check Valve with Ball Drip Valve. FDC location determined by Fire Dept.
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Romac Industries DJ 400 or DJ405 
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(Set at Nominal Length w/ O-ring gasket toward spool)

AutoCAD SHX Text
Supervised Post Indicator

AutoCAD SHX Text
DJ

AutoCAD SHX Text
400

AutoCAD SHX Text
Megaflange 2100 Series 
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(DC if approved by USC)
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BY-PASS FOR 3" OR LARGER SERVICE
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Door shall be 3'x 3' minimum, aluminum, hinged, latching,  locking when specified, and installed directly over the water meter with access ladder.
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KOR-N-SEAL flexible boot or

AutoCAD SHX Text
approved equal.  Typical at
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each wall penetration.
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